
tonnes/yr of coal or lignite production or averaging 5 million tonnes/yr of 
coal or lignite production over a 5 year period in the last 15 year s and (B) one 
or more coal- or lignite-fired power project(s) totalling at least 600 MW gross 
electrical power generating capacity. 

(iii)Construction: The applicant must demonstrate it (or its construction subcontractors) 
has the past experience to successfully engineer, procure, and construct an open-cast 
or underground coal or lignite mine and power station of size as at (ii) above. Please 
describe all (but not to exceed ten each of mines and power stations) relevant mines 
(of which there must be at least one example of open-cast mines) and power stations 
in which the applicant (or its subcontractors) has been lead constructor, clearly 
indicating the size (throughputs) of the project, location, year of completion of 
construction, technology, and manufacturers of major equipment. 

o	 Minimum to pre-qualify: The applicant shall provide evidence that it (or its 
construction subcontractors) has served as the lead construction entity in at 
least two projects of a similar nature and complexity as the components of the 
Project that have been completed and operated succes sfully for at least 18 
months; 

(iv)Operation	 and Maintenance: The applicant must demonstrate it (or its operations 
subcontractors) has the experience to operate and maintain an open-cast mine and to 
operate and maintain a power station of size as at (ii) above. If the operator is a 
subcontractor, the contract must be for at least 5 years. Please describe all (but not to 
exceed ten each of mines (open-cast and underground) and power stations) relevant 
O&M contracts into which the proposed operator(s) has entered in the last 15 years, 
clearly indicating the location, years under contract, size , and technology of each 
contract. 

o	 Minimum to pre-qualify: The applicant shall provide evidence that it (or its 
lead operations subcontractor) has (A) continuously operated an open-cast 
mine since 2004 which has reached at least 5 million tonnes/yr production for 
at least I year in that period and (B), operated thermal power generation 
capacity of at least 2000MW (at a single location or in aggregate across 
multiple locations) for at least 3 years since 2004. 

e.	 Each appli cant ' s minimum qualifications will be evaluated on the basis of a PASS-FAIL 
approach. 

Submissions must clearly identify the lead developer or firm, its relationship to a parent 
company (if any) , and any other firms that comprise the consortium or joint venture. Each 
applicant shall provide a statement from each consortium member that the lead member is 
authorized to act on their behalf, and the lead member shall be the point of contact for each 
consortium. All consortium members will be required to participate throu gh out the term of 
the Project, unless the PSC's prior approval is granted. The name, mailing address, telephone 
and facsimile numbers, and e-mail address of the applicant 's project manager to whom all 
correspondence will be directed in relation to the Project shall be provided in the submission. 

The PSC intends to make use of the point-based shortlisting system, already announced, to 
keep the field to a reasonable number ofthe best qualified applicants. 


